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PANEL 


TESTING THE BHS-2Q00A 

07 - 06-94 


Testing BHS- 200 QA: 

fj Qo te OPTION 5 "TEST' enter valid code and wait for CONFIRMATION. 
* JFIRMATION - Short siren tone & beep from Keypad. If confirmation is not received 
i troubleshoot and begin with step 1 again. If the second communication attempt fails 
then the panel Will flag a "CP TROUBLE'. 

rn @Q tQ OPTION 5 'TEST 1 , enter 474 and hold last digit fpr more than five seconds and 
— 1 — 3 , panel will arm and display "ALL ON TEST', press [INSTANT], trip all panics, 
and troubles if a fire zone exists, press [CANCEL], review alarms on display to 
fluke sure ail devices have been triggered- To exit test mode enter 474 and hold last digit 
eg thgn five seconds and release , wait for CONFIRMATION. 

‘ |; |f 9 Smoke/heat detector is installed disconnect & reconnect the red wire powering 
(Jetector in order to trigger a trouble signal, then trip the Smoke/Heat detector. If a 
Only detector is used on a different zone from the Smoke/Heat detector then trigger 
trpuble signal by disconnecting & reconnecting one of the loop wires to the heat 
at the control panel. 

Notes (Same as BHS-1000C): 

line Cut Monitor (Chargeable feature) - To enable, program as follows: 

gone Type (068) = 4 (To enable Day Night loop) 

thd disarmed state, a "LINE CUT will be displayed and a trouble beep from keypad 
ill sound. If armed, "LINE CUT' & "L" "ALARM" will be displayed and only a local alarm 
ggynd. It will not report to Brinks. "LINE CUT' display will automatically dear when 
line is restored. 

Zones - Program all unused zones as Zone Type ([14] Non-Existent), jumpers 
Sill not bo necessary. 

L 

r No EOLR (RESISTORS) are used unless a zone is programmed as Fire. 

Sb: 

Fife lone - If a Fire is enabled and the fire zone is on zone 8 , then the following 
[additional programming changes must be made (unless Quick Programming is used). 




gone JVP? = ii „ 

1 V 

Trouble Options 2 = 
p.g. Options 2=1 


(To enable zone 8 for Fire) Address 028 = 11 

(To enable zone 8 for Troub) Address 029 = 4 

(To enable Trouble report) Address 127 = 1 

(To enable Low Batt report) Address 091 = 1 
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Upgrading a BHS-1000B or C to BHS-2000A 

07-06-94 


1) Remove power to panel. 

2) Remove U12 (Microprocessor) and replace with a 6HS2000A 
Microprocessor. 

3) Restore power to panel. 

4) Load Brinks Default - Change location 266 from 10 to 1, remove 
programmer, waltfive seconds. 

5 ) Now change location 159 from 6 to 2, this tells the software that the PCS 
is not a BHS-2000A. 

6 ) Program panel with BHS-2000A programming sheets. 
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BHS-2000A Software Variations from "C" Panel 

074)6-94 


I 


Programing & Feature changes: 

1 ) "Do Not Use" Locations 

2) Door Chime (Watch Mode) does not beep on Nomad zone types 

3) Une Cut Monitor now trips in 60 seconds, no more clicks 

4) (Nomad Delay) zone type (10) 

5) (Voice Mail Bypass) Location 151 

6) (Auto Programming) Location 156 

7) (Kill Panel) Location 158 

8) (Call Brinks) " 

9) (BHS-2000A PCB) Selection Location 169 

10) (Zone Expanded Option " " ^ 

11) Fire Alarm Time Out = 15 (For CopUnious) Location 187 

12) Auto Test - Enabled for 6 months Location 250 & 251 

^ ^These locations are now used for alarm memory and for other Information storage, these 
locations will change there values depending on the panel status. The progran^ns 
sheet leaves these locations with a because there is no correct value that belongs to 
these locations. The "Do Not Use" locations should not be changed. 

2 ) jt wf|| pot CHIME on Nomad Zone Types, this eliminates the 

need to bypass motion sensors when the CHIME is activated. 

^ ^ Has been jnproved so that no clickes are heard on the line and it will respond in 
approxiamatiy 60 seconds. 

4) Nom^^zo^t^ a |j oyvs a fj Xec j 20 second entry time if a delay door is not triggered 

first This might be used for a motion detector that Is aimed at a stalivpy in a two story 

house where there may only be Keypads installed down stairs. 

5 ) Voice Mall Bypass - Location 151; . .. 

1 This optionallows the Downloader to reach panels where the customer may have the 

new Voice Mail service now offered by Telco's- 

6) Auto Programming - Location 156; . . , 

Allows fast easy programming designed to save time on new installs and conversions- 

See Quick Programming Sheet for details- 

^ ^ ^Jhis option will cause the panel to shut down all functions except for a local fire 

operation only. If in this mode the [CANCEL] button Is used to reset and silence a fire 
alarm- This will normally be enabled by the Download Department for non-paying 
customers- 

81 the panel to display "CAU. 80M4&O872'In the event that Brinks 

is unable to reach the customer and needs to speak with them This also will normally be 
enabled from the Download Department 
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9) Panel Type Selection - Location 159; , _ . 

If the BHS-2000A Software Is plugged Into 9 BHS-2000A board (PCB) then the 2000A 
Panel Type must be enabled (DEFAULT). If the BHS-2000A software is plugged Into a 
1000B or C board (PCB) then the 2000A Panel Type must be disabled. This is to Inform 
the software that It must take care of certian hardware issues dlffemtly Inorder for all 
features to work correctly. 

10) Zone Expander - Location 159; , . _ , . 

Adds 8 additional programmable hardwire zones to the panel. The Zone expander draws 


85mA form the auxiliary power. 

11) Fire Alarm Time Out - Location 187; , ^ , 

Has been changed for continious operation. This means that wren a fire alarm is tripped 
then it will not time out and will require a valid user code to Silence the alarm. 


12) Auto Test -Location 250 & 251; #l , tll _ t . , 

This feature is enabled for 1 signal every 8 months unless, a Signal Is transmitted In to 
the central station, then the timer will reset to 0 and Visit 6 months from the last alarm 


transmitted. 
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